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STRUCTURAL CONCRETE ANCHOR ASSEMBLY
THE STRUCTURAL CONCRETE ANCHOR ASSEMBLY SHALL CONSIST OF THE

FOLLOWING COMPONENTS -

A. FERRULES SHALL BE MADE FROM STEEL MEETING THE REQUIREMENTS OF AASHTO
M169, GRADE 12114 AND SHALL HAVE A MINIMUM LENGTH OF THREADS OF 2

FOR ?Q’FERRULES

B. 4 - ¥ @ X 2/, BOLTS WITH WASHERS. BOLTS SHALL CONFORM TO THE
REQUIREMENTS OF ASTM A307. BOLTS AND WASHERS SHALL BE GALVANIZED.
AT THE CONTRACTOR’S OPTION, STAINLESS STEEL BOLTS AND WASHERS MAY BE
USED AS AN ALTERNATE FOR THE Vs
WASHERS. THEY SHALL CONFORM TO OR EXCEED THE MECHANICAL REQUIREMENTS
OF ASTM A307. THE USE OF THIS ALTERNATE SHALL BE APPROVED BY THE

ENGINEER.

C. WIRE STRUT SHOWN IN THE CONCRETE ANCHOR ASSEMBLY DETAIL IS THE
MINIMUM ALLOWABLE SIZE AND SHALL HAVE A MINIMUM TENSILE STRENGTH OF
100,000 PSI. AS AN OPTION, A %g”” @ WIRE STRUT WITH A MINIMUM TENSILE

STRENGTH OF 90,000 PSI IS ACCEPTABLE.

D. THE METAL RAIL ANCHOR ASSEMBLIES TO BE HOT DIPPED GALVANIZED TO

CONFORM TO REQUIREMENTS OF AASHTO Miil.

E. THE COST OF THE METAL RAIL ANCHOR ASSEMBLY WITH BOLTS AND WASHERS
COMPLETE IN PLACE SHALL BE INCLUDED IN THE PRICE BID FOR LINEAR FEET

OF METAL RAIL.

F. BOLTS TO BE TIGHTENED ONE-HALF TURN WITH A WRENCH FROM A FINGER-TIGHT

POSITION.

THE CONTRACTOR, AT HIS OPTION, MAY USE ADHESIVELY ANCHORED ANCHOR BOLTS
IN LIEU OF THE METAL RAIL ANCHOR ASSEMBLY. THE YIELD LOAD OF THE
BOLT IS 10 KIPS. FIELD TESTING OF THE ADHESIVE BONDING SYSTEM IS
REQUIRED. SEE SPECIAL PROVISIONS FOR “ADHESIVELY ANCHORED ANCHOR BOLTS

OR DOWELS".

WHEN ADHESIVELY ANCHORED ANCHOR BOLTS ARE USED, BOLTS SHALL MEET THE
REQUIREMENTS OF ASTM F593 ALLOY 304 STAINLESS STEEL WITH MINIMUM 75,000
PSI ULTIMATE STRENGTH. NUTS SHALL MEET THE REQUIREMENTS OF ASTM F594
ALLOY 304 STAINLESS STEEL AND WASHERS SHALL MEET THE REQUIREMENTS OF
ASTM F844 EXCEPT THEY SHALL BE MADE FROM ALLOY 304 STAINLESS STEEL.
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SHIM DETAILS

NOTE :
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CLAMP ASSEMBLY

SLOTTED TO EDGE OF PLATE TO FACILITATE PLACEMENT.
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